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CDM Regulations 2015
This document should be read in conjunction with the Regulations - ‘Managing health and safety in construction’ Construction (Design and Management) Regulations 2015. HSE Document Reference: L153.
Purpose of this document
Appendix 2 of the Regulations states that the Pre-Construction information is to be concise and in an easy and understandable form so as to enable duty holders involved in the project to carry out their responsibilities. To this end, only primary information that is either expressly required by the Regulations or that is project specific is contained in the document. Normal construction hazards that a competent Contractor should be aware of are not included. 
Duty Holders 
The Client is Conwy County Borough Council (CCBC) Flood Risk and Infrastructure Department: 

· Contact: Owen Conry, Flood Risk and Infrastructure manager 
· Address: ERF, Coed Pella, Conwy Rd, Colwyn Bay, LL29 7AZ 
· Email: Owen.conry@conwy.gov.uk 
· Telephone: 01492 575 338 
The Principal Designer is CCBC Flood Risk and Infrastructure Department: 

· Contact: Gerallt James, Principal Infrastructure Engineer  
· Address: ERF, Coed Pella, Conwy Rd, Colwyn Bay, LL29 7AZ 
· Email: gerallt.james@conwy.gov.uk 
· Telephone: 01492 5741744 
The Principal Contractor will be the successful Tenderer. 
· TBC 
F10 Notification to HSE
The Construction Phase is estimated at 30 working days (6 weeks) and will have an average of 4 persons on site throughout the project – an average of 120 person days

· In accordance with Regulation 6, the Project is not notifiable.
If when tendering the works the Contractor considers that the above assumption is incorrect and that the project exceeds the triggers in the Regulations, then this should be clearly stated in the submission so that appropriate Notification might be made.

Construction Phase Plan 
The Principal Contractor is required to take the Pre-construction Information and, after visiting the site so as to make his own assessment of the Site and proposed Works, develop the Construction Phase Plan (CPP). Duties placed on the Principal Contractor are detailed in the Regulations, Part 3.

Guidance on preparing the CPP is contained in the Regulations, Appendix 3. 

The CPP should include detailed project specific method statements and a thorough assessment of significant project specific risks of the Construction Phase. The CPP should be a systematic consideration of Part 4 ‘General requirements of Construction Sites’ of the Regulations. 
[bookmark: _Toc521489379]Project Information 
Location 
Pont Gell is located on near Llangernyw 
NGR 285165, 369470
See Location Plan ERCF2509N 20 T101 LP in Volume 3 Drawings 

Client Brief 
The proposed works comprise the full replacement of the existing box culvert beneath the highway due to its poor condition and insufficient hydraulic performance. The works will be undertaken under a full road closure to ensure the safety of the public and workforce and to allow construction to be carried out efficiently.
The primary works are:
· Installation of a full road closure & traffic management.
· Implementation of temporary diversion. 
· Excavation of the carriageway and adjacent areas to expose the existing culvert
· Demolition and removal of the existing box culvert
· Installation of a new reinforced concrete box culvert
· Construction of new inlet and outlet headwalls
· Backfilling and compaction around the structure
· Full reinstatement of the highway construction
· Final reconnection of the watercourse and removal of temporary works
· Site clearance and removal of traffic management prior to reopening the road
The above is a precis of the Works. The Contractor should refer to the Scope for more detailed information. 
Key Dates 
Construction Phase Start: 	07/09/2026
Duration:			6 weeks 
Construction Phase Finish:	16/10/2026

Programme restrictions: 	None. 
Working hours are expected to be normal working hours (0800-1800 Monday to Friday), unless agreed otherwise with the Client.
[bookmark: _Toc521489380]Planning and Management
Design Phase 
The Principal Designer has prepared the proposed scheme based on the following information:
A topographical survey
A topographical survey has been undertaken and forms the basis for line and level.  This will be made available to the successful tenderer.
An ecological survey
An ecological survey has been carried out and available in Appendix A.  
Desk top survey 
There are no special designations for the site. 
A walk over survey 
A visual walk over survey has identified the following restrictions that have a bearing on health and safety: 
· The existing box culvert has suffered erosion damage, resulting in a loss of support to sections of the structure. Therefore, water flows have bypassed the culvert rather than being conveyed through it, leading to erosion of the surrounding fill material and causing settlement of the carriageway above, which is evident as a dip in the road.
Statutory undertakes equipment searches 
Searches regarding the presence and location of statutory undertakers’ equipment has been sought and is included in the Site Information. In summary:

· There is Openreach overhead apparatus to the downstream site (North)

Statutory undertakes searches are located in Appendix B
It is the contractor’s responsibility to CAT scan prior to any excavations
Ground Investigation
A ground investigation survey was not undertaken 
Health and Safety File for the structure. 
There are no current Health and Safety File for the structure.
Invasive testing 
See 3.1.6
River flow 
A primary hazard identified for safe execution of the works is the river. The following requirements regarding to managing flood risk to allow the safe passage of water through the Works is: 

· The Contractor to have a river level monitoring system in place and action plan for evacuation of river channel in the event of flooding. 
Adjacent Works 
None known. 
Design Principles 
The principles of the design anticipate the following: 

· The historic bridge abutments appear to be still in place and will be required to be removed. 
[bookmark: _Toc521489381]Health and Safety Hazards
Hazards identified by the Client  
The primary site-specific hazards identified by the Client and suggested method as to how the Contractor may manage the hazards during the Construction phase – refer to Scope for details 

· Road traffic – works are on the public highway but and will be closed for construction for vehicles and pedestrians.    
· River – normal river flows managed as per 3.1.9 above – extraordinary flows to be monitored and evacuation procedure put in place 
· Statutory undertakers’ equipment – will not affect the works  
Hazards Identified by the Principal Designer 
The primary site-specific hazards identified by the Designer and suggested method as to how the Contractor may manage the hazards during the Construction phase – refer to Scope for details.

· Road traffic – road closure signs and diversion to be provided – road closure to vehicles and pedestrians.
· Possible contamination of watercourse due to concreting for foundations – Provide a flume / over-pumping, use UCS additive. Principal Contractor to review weather forecast in advance to reduce the potential for flooding until the scour apron has hardened.  

[bookmark: _Hlk211425402]Please refer to the risk register in the Appendix C of the contract documentation, The risks that have been identified and will require detailed assessment and the preparation of a considered method statement before commencement of the element of work

Health and Safety File 
If there is more than one Contractor on site, a Health and Safety File will be required in accordance with Regulation 12.  A template health and safety file is included in the Appendix D of the contract documentation
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Appendix C – Risk Register 

Risk Register

	■
	[bookmark: _Hlk211516293]The following risks have been identified and will require detailed assessment and the preparation of a considered method statement before commencement of the element of work.

	

		Risk No.
	Risk Description
	EW Signs (causes & 1st indications)
	Immediate Impact if occurs
	Possible Responses: Avoid, Minimise, Mitigate, Transfer

	1
	Availability of materials
	 
	Programme delays
	Early award of works

	2
	Uncharted utilities found during works
	 
	Delay to programme and costs of diversions
	Regular communication between all parties. Contractor to scan and plot all services and provide a drawing. Contractor to engage Utilities as required.

	3
	Disruption to local populace and stakeholders (residents, shops and businesses)
	 
	Dissatisfaction of local residents and complaints
	Liaise with local community early and regularly update the local community about ongoing progress and any disruptions

	4
	Using NEC4 form of contract
	 
	Project delays - Contractor not familiar with this form of contract
	Encourage contractor to demonstrate his knowledge and experience in using this type of contract for the job 

	5
	Poor communication
	Confusion, misunderstandings
	Will affect delivery, time delay, mistakes in design, loss of reputation
	Regular meetings and open communications

	6
	Works delayed due to adverse weather conditions – particularly in respect of external construction works
	Daily record keeping of weather and view of long term weather forecasts.
	Delays
	Phase works in accordance with weather forecasts

	7
	Working near housing.
	
	Risk of accidents and injury to local site users. Cost and Time implications
	Contractor to ensure that measures are taken to ensure that dust and noise levels are monitored and are acceptable. All working areas are to be secured to prevent children accessing the works.


	8
	Access for deliveries 
	Traffic incidents
	Traffic delays ,risk of accidents and injury to local site users
	Deliveries accompanied by banksman. Deliveries to be carried out during quiet times when traffic and Pedestrian activity is reduced.

	9
	Excessive dust arising from construction works
	Complaints from home occupants and School users
	Endeavour to use dust suppressant systems or improve screening of work area.
	Contractor to minimise dust when working inside the building and ensure working areas are effectively screened.

	10
	Discovery of rock during excavation
	Contractor / Suppliers / Sub-Contractors / Project manager
	Programme delays and increased cost
	Contractor to supply cost for excavation in hard material

	11
	Working within water course 
	
	Contactor to remove works in the event of flooding 
	Contactor to supply suitable over pumping and evacuation plan in the event of extreme weather 
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[image: Colour Logo]




Environment, Roads & Facilities

Consultancy


T039 Heath and Safety File 

Pont Gell, Llangernyw

June 2026

	




G.B. Edwards BEng (Hons) CEng FICE
Environment Roads and Facilities
Consultancy (Infrastructure)
PO Box 1, 
Colwyn Bay
LL29 0GG
Tel. (01492) 574000        
.

Tel. (01492) 574000        Fax. (01492) 575199









Volume 4 - Pre-Construction Information



	Development Feasibility Assessment
	- ii -




Index
1	Introduction	1
2	Brief Description of the Project	2
3	Residual Hazards from the Construction Phase	2
4	Key Structural Principles	2
5	Hazardous Materials Used	2
6	Removal or Dismantling of Installed Plant and Equipment	2
7	Health and Safety Information about Equipment provided for Maintenance and Cleaning	2
8	Nature, Location and Markings of Significant External Services	3
9	Nature, Location and Markings of Significant Internal Services	3
10	As Built Architectural Drawings	3
11	As Built Services Drawings	3




Issue and Revision Record

	Document Title
	Volume 4 - Pre-Construction Information
	Version
	V01

	Status
	Tender Issue
	Filename
	T039 Health & Safety File



	Revision
	Notes
	Date

	
	
	



	
	Signature
	Name
	Date

	Prepared by
	
	
	

	Checked/Approved by
	
	
	








List of Figures

[bookmark: _Toc202527445][bookmark: _Toc205981784][bookmark: _Toc207371623][bookmark: _Toc372833427]No table of figures entries found.

[bookmark: _Toc383613429]List of Tables

Table 1 - Report Objectives	1


[bookmark: _Toc383613430]Glossary & Abbreviations
	Term
	Definition / Meaning

	PCI
	Pre-Construction Information

	CDM
	Construction Design and Management Regulations 2015

	CPP
	Construction Phase Plan







Pont Gell, Llangernyw
[bookmark: _Toc383613431]

	Environment, Roads & Facilities
Consultancy
	
	

	T039 Issue 1
	
	QMS Review 14/10/24


	
	



[bookmark: _Toc439948076]Introduction
[bookmark: _Toc383613433]Terms of Reference
This document sets out the format and information required for the Health and Safety File as required by the Construction (Design and Management) Regulations 2015 and is based on the guidance contained in the HSE Managing Health and Safety in construction L153 Appendix 4 the Health and Safety File.

Reference should also be made to the Authority’s Organisation and Employer’s Information Requirements in relation to Building Information Modelling.

Reference should be made to WI03 FM/Consultancy Interfaces.
[bookmark: _Toc383613434]Report Objectives
[bookmark: _Toc388965705]Table 1 - Report Objectives

	Ref
	Objective

	01
	To provide an agreed format for the Health and Safety File to assist Designers and Contractors to meet the requirements of Appendix 4 of the CDM Regulations 2015.

	02
	To provide consistency in Health and Safety files across the Authority and assist with the ongoing maintenance of the asset.

	03
	To communicate this requirement to all parties.

	04
	To assist with the soft landings strategy for the project.



 


[bookmark: _Toc383613435][bookmark: _Toc439948077]Brief Description of the Project
A brief description of the works carried out, new build, refurbishment, extension and external works including associated services.
[bookmark: _Toc439948078]Residual Hazards from the Construction Phase
List hazards that have not been eliminated through the design and construction processes and how each residual hazard has been addressed.

This may include surveys information, asbestos records, contaminated land or other record information.
[bookmark: _Toc439948079]Key Structural Principles
Tabulate/list safe working loads for floors, roofs, balconies and other key structural components/elements.

Identify any structural elements that are sources of substantial stored energy including pre and post tensioned members, bracing, diaphragm walls etc. 
[bookmark: _Toc439948080]Hazardous Materials Used
Detail the type and extent of any hazardous or specialist coatings used in the works. Would we also ask for COSHH sheets etc
[bookmark: _Toc439948081]Removal or Dismantling of Installed Plant and Equipment
State any special arrangements for the removal or dismantling of any plant or equipment used in the works such as lifting equipment, cranage or other arrangements that need to be employed at asset expiry or for refurbishment.

This could include water tanks, boilers, air handling plant, hot water storage vessels, lifts and other large plant.

Where routes traverse floors, roofs or other areas, consideration should be given to protection and loading.
[bookmark: _Toc439948082]Health and Safety Information about Equipment provided for Maintenance and Cleaning
Identify all equipment provided in the works for the maintenance and cleaning of the asset.

This could include window cleaning cradles/hoists, lifting beams for lifts and other plant, roof fall arrest/guarding systems, access proposals for roof inspection and external facades including the type of access equipment/mobile platforms and the provisions for power, water and drainage.
[bookmark: _Toc439948083]Nature, Location and Markings of Significant External Services
Plans identifying the incoming locations, routes and isolation points for underground and overhead services including gas, water, electricity, foul and surface water drainage, rainwater harvesting, telecoms and data infrastructure, sprinkler and fire hydrants.

This should include all utility substation and meter compartments and meter locations.

Information provided should include how these services are marked for identification purposes including any rodding or access/inspection chambers.
[bookmark: _Toc439948084]Nature, Location and Markings of Significant Internal Services
Plans identifying the incoming termination points within the building, distribution routes and containment, sub metering and isolation of internal gas, water, sprinkler and hydrant, data, telecoms or above ground drainage services.

Fire alarm and other specialist suppression systems should be noted including type, location and isolation points.
[bookmark: _Toc439948085]As Built Architectural Drawings
A drawing register should be provided of all as built drawings with copies of each drawing in the agreed format.
[bookmark: _Toc439948086]As Built Services Drawings
A drawing register should be provided of all as built drawings with copies of each drawing in the agreed format.
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Summery
A single bat dropping was found inside the culvert

‘There i also potential for oftes to usethe culvert for moving along the water course:
and potential for hols along the water cours either side of the culvert. In addition,
there is potential for birds o be nesting in the vegetation growing round the water

Introduction

AL were to undertke  Prel

Appraial (PEA) of Pont Gill, Trofarth LL22 SR it  view to futre works to
refrbish the existing concrete culvrt road bridge, the appraial will ook for any
‘potentia ecological constraints ssociated with a proposed work: The following
Teport outine the preliminary fndings and recommendations fo futher acton if
requred.

‘The purpose of the PEA s to give baseline information fo the habitats and species
‘present and to provide information and advice about avoiding potential impacts on
habitats and protected species during proposed operations.

‘The primary objectives of a PEA are to

identify the likely ecological constraints associated with a project,
identify any mitigation measures lkely to be required.
identify any additional surveys that may be required o inform an Ecalogical
Inmpact Assessment and.

= identify the opportunities offeed by a project to deliver ecological
enbancement (CTEEM. 2017).

APEAinvolves adesk study and a ield survey.

Habitats and species found within a discrete area of land are subject to change; this
seport should therefore be considered vald for a period of o years i accardance with
best practice guidelines.

Site Description
‘The bridge at Pont Gell i a road bridge with concrete culvert undernath through
which the Afon Gell lows.
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Figure 1. Approximate survey area (outlined in red)

4. Methodology
‘The appraial is based on a desk study and an extended Phase 1 survey. The desk

study areview of: records for and y designated

site, as wella records of protected species withina 1k radius of the sie. The
Phase 1 abitat survey involves a walkover nspecton of the ste to denty features
of cological interest.

The PEA was camied out ccording to the CIEEM ‘Guidlines for Preliminary
Ecological Appraisal QO17),

41  Fieldsuvey

A feld survey was conducted on 15" August 2025 by Alison Johnston, CIEEM and
‘Gareth Pritchard, both suitably experienced professional ecologiss. The weather was
dry and sunmy during the survey. The presence of and suitabilty of the habitats for
protected species was assessed.

42 DeskSmdy

A desk study was undertaken through Cofaod, the North Wales Environmental
Information Service, to determine the presence of tafutory and non-staftory sites for
nature conservation, and ecords of protected species or species of principal importance
listed under Section 7 of the Envizonment (Wales) Act, 2016 from within a limn radius
of the site. The records were used fo inform the survey and recommendations, and fo

‘provide context for evaluating the species and habitats found during the survey.
43 Limitaions

Descriptions concenirate on the most obvious and abundant species present as
indicators of those present. Alfhough invasive non-native species were noted if seen in

3
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the areas proposed for the works,this epart does not consitute a complete survey for
invasive non-native species.

Desk Study Results
51 Statutory and nop-stautory sites

‘There are o statutry sites within 1kam of the survey site, but there i one non-
statutory site which boarders the water course on the north -eas side ofthe site - Coed
‘Trofarth a broadleaved woodland, which is a candidate wildifesite or Convy.
‘Candidate Wildife Sites ae sites of substantive nature conservation value. They are
the most important places for wildife outside statutory designated sites and the
Iinkages they provide i a local context are of vital importance fo the whole
biodiversiy resource within  given area. Wildife Sites are defined by the local

‘counci, and despite having no legal protection can be of similar ecological quality to
SSSls.

‘Coad Trofarth a broad-leaved

Figure 2. Location of candidate wildlife site adjacent to the survey site

52 Invasive Nop-Native Species (ONNS) records held by Cofhod database within S00m

ofthesite

Thers are five racordsfor of INN'S withi ium o the suvey ste.

mame | Latin pame Year of record

“Fumalayan Balsam | Inpariens glandulfera _|_67m. 2018
‘Rhododendron | Rhododendron ponticum | 92m. 2018
“Fimalayan Balsam | Inpariens glandulfera | 934m 2015
Rhododendron | Rhododendron ponticum | 934m 2015

Sitka Spruce “Picea sitchensis 990 2019

‘Table 1. INNS records within lkm of site
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53 Protected species

‘There are no records fo the site tself. However, Cofhod has 32 species records
within Tlam of the survey ste are shown below in table 2. In additon, there are two
secords fo badgers within km of th site, both records are fom 2016,

Common name “Tatin mame. Distance | Date of record
‘Broad-leaved Hellcborine | Epipacris heleborine 6Tm 018
Blucbell “Facinihoides non-scripia 9 2018
“Welsh Poppy Papaver cambricun 9 2018
Tiairy-brome “Bromopis ramasa m 018
‘Bloody Crane's bl Geranion sanguinein m

“Westem Pouscevort | Lejeunea lamacerina. Toem

Biter-vetch Laihyrus linifolis 160m

“Ahyorid villow Saiix aurita x cinerea =S x| 160m Eg

mulinervis
Tiealh Growdsel Senecto syhaticus T60m 01
Blucbell “hacinihoides novseripia | 1m. 2019
Tairy-brome “Bromopis ramasa Sim 2019
‘Broad leaved Hellsborine | Epipaciis helleborine EESTTY 2010
“Abyorid villow Salix auria x cinerea =S x| 341m 019
mulinervis

Navelart Tnbilicus ripesiis EETY

Blucbell “Bacinihoides non-seripia | 389m

Navelworl Tnbilicus rupesiis 3%0m

Chaffinch “Fringilla coslebs 397m

Willow Warbler “Phyloscopus irochiis 397m
Bruston's Dog tooth) | Cnodontim bruntont 5tm
Woodpigeon Colimba palimbus SR6m

Chaffinch Fringilla coslebs S6m

Willow Warbler “Phloscopus rochiis SSem

Quail Conurnx conrmix 656m.

Chough “Pyrrhocorax pyrhocorax 686m.

Tesser Horseshos Bat | Rhnolophus Jipposideros T63m

Sheep's-bit JTasione moniana 93

Kaotted Clover Triflium siriarum: 93

Scots Pine “Pinus syhestris %0

Slender Parsley-pier | Aphanes ausiralls 90

Creeping Forget-me-not | Myosori secunda %00

Burd Clery “Prumus padus %0
"Rowd-Jeaved Crowfoot | Ranunculus omiopi Tl 90

Heath Growndsel Senecto syhaticus £

Table 2. Protected species records within 500m of the site

54 As are no protected species record on the site an the proposed works are unlikely to
impact any of the species recorded nearby.
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Field Survey Findings
s

During the PEA no INNS were recorded at the survey ste.

‘Protected Species

A single bat dropping was found in the clvert, there was a crevice above where the
dropping was found but no other evidence of bats was found,although the possibility

of a bt roosting i the crevice cannot be riled out. In additon there are mumerous
ofher gaps n the culvert and the stone walls it the potential fo be used by bts.

‘No other evidence of use by protected species was found during the survey.

Recommendations for Further Surveys

‘The extent of any firther survey work will depend on the final details and scope of the
refurbishment works, which were not know at the time of writing this report

45 2 bat dropping as found n the culvrt and thereare mulple PRFs (potential
Toosting features) it s recommended.that bt surveys are camied ot mline it the
survey gudelines. Ifbats are found fo be roosing in the cuvert a NRE EPS bat
development licence will be required to undertake orks hich il disturb bt

s there s a delay between the PEA being undertaken and the works starting an.
additional ecological site walkover survey should be undertaken prior o the works
starting to ensure no protected species have become resident snce the PEA

Mitigation and Enhancement

As there are mulfiple PRFs in the culvert i any of these are o be lost by the proposed
vorks in order o prevent a loss of PRES it s recommended that a minimum of o
Scvegler or Woodstone style bat boxes are installed on nearby frees in locations
identified by the ecologist. Timber boxes can not be used. asthey have a limited lfe
span.

Although no evidence was found of ofters using the sife and there were 1o records on.
Coftod,there s a high possibility that they use the water course, therefore, there
should be no night working

As there s potentialfor birds to nest n the vegetation growing in and the
water course, therefore any vegetation that needs to be removed should be removed
‘between September and February, which i outside of the ‘core’ nesting bird season.
‘Where this i not possible and the vegetation removal i required during the ‘core”
bird nesting season,then a suitably experienced ecologis should undertake a nesting
bird survey immediately priorto the vegetation removal. It should be noted tht birds
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85

86

‘can nest outside the “core” nesing bird season, therefore site staff or confractors
working on the site must be mads avare of this when wndertaking vegetation
Clearance activiies and working onsite and should an active nest be

‘vegetation clearance works should stop immediatel, and the ecologist contacted for
advice.

There i potentialfo small mammal, xmphibians and reptilesfo be using the revices

nthe stone abuments and n order t avoid injoing animals that maybe present (e
R voidance Measures (RAMS)are dung e

woks:

2)Itis recommended tht the vegetaton s maintained at  short level This will

discorage ammals from th proposed development ara.

) The working are,fogether withany on-sit storagelay down aras, shonld be kept

clea of debis and, where ractcabl,sored matrials should be kept of the ground

‘on pallets to prevent animals from seeking sheleror rotecion wnder them

) Where material need to be delvered tothe sie for immediate use andor

temporary strage, cae should b taken not to ause umnecessary o inadvertent

damage or disturbance to neighbouring habitat.

@)In he event that spol needsto b removed from the site, it should e taken away at

the carles opportunity.

) Excavations should not be left open overnight unless it is bsolutely necessary, in

which case they should be searched and checked for shelteing animals before arks

recommence each morning

)ALl open excavationsshould incorporate soil ‘Tamps”at ithe end o allow animals

that may fall nto them  means o escape. Altematvel,  pece rough of mber

should be lef i the excavation foact 3 2 ladder

‘Coad Trofarth the Comvy candidate wildlifesit follows the course of the water
‘course on the norhside of the road. Therefore, any site compound should be located.
where it will have 5o or minimal impact on the nearby vegeation.

Biosecurity

‘The following biosecurty measures il be in place i arderto minimise the risk of

importing and sreading invasive non-aative species (INNS). ests and infectious

disease onto th ste. There is Himalayan balsam on the ste,a INNS plan should

be put in place to prevent the accidental spread of the plant during the ks,

+ Any machinery should be washed clean of any plant debris before entring and
Teaving the site to revent transmisson of seds.

Al footwear o staffleaving ste (for any reason and no matte for o shart a tme)
st be cleaned (1. vsually fre ofsoil and debis) before leaving site

« Soll and vegetaion should be washed off it clean water (and brushes). Water
(hich should nt be contaminated with any disinfectant o ofhr pollutant) should
then b disposed ofby pouring on hard sanding. Sol from tis area of the sfe must
ot be moved elsevere eifher ntentionall or wintentionally:




image10.png
Preliminary Ecologieal Appraisal - Pont Gell

87

88

o1

92

e wheels or tacks (ad any ober part i has comeinfo contact ih he soi)
of al vlicles which have enteed th area must be horoughly washed and be free
of soil and debrs befre leaving th site.

Contractors working onsite must be made aware that there is always a possibilty that
protected species may become resident o start using the site at any poit following the
PEA. Work should stop immediately, and an experienced ecalogistshould be informed
‘mmediately if any protected species are found or if ther presence is suspected.

This survey is o have of o years. I permissionis not
obtained/or the work has not strted within o years, th protected species survey will
‘need updating. Please note that if an NRW licence is required, the survey data must be
‘50 more than fwo years old.

Enhancement/Compensation
“To compensate fo the los of potentil bird nsting locations, Schwegler r Woostone:
style bird boses suitable for arange of ifferent species should be placed nearby trees.

IF any adjacent frees are removed or cut back for access, there should be replaced with
three native species saplings for each tree. If possible the saplings should be of local
provenance.

Alison Johuston MCIEEM
Ecologca Consaltat
9 Jamary 2026

“This report and all the data confained within it remain the property of A L Johnston Ecology

‘until allinvoices are paid in full. The report may be copied. eformatted o re-bound.

however, the content of this report should not b deleted, reworded, or otherwise altered

‘without the agreement of the author.

‘Unless you request othervise, we intend to share allrelevant biological survey data with the

‘appropriate Local Records Centre.
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Appendix

. - Site Photographs.

Photograph 1 Photo porth side of culvert

h 2. Photo inside culvert
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4 Photo of crevice inside culvert
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