SERAGE

QUALITY RELIABILITY VISION

Bracket

SRSP2M25

Image Sensor
Max. Resolution
Min. lllumination

1/2.8" Progressive Scan CMOS
1920x1080

Color: 0.002 Lux @ (F1.6, AGC ON),
B/W: O Lux with IR

- Shutter Speed 1/5 s to 1/20000 s
included Slow Shutter Yes
Day & Night IR cut filter
Zoom 25x optical
Focal Length 5.0 mm to 125 mm
Fov Horizontal field of view: 56.9° to 2.9° (wide-tele),
Vertical field of view: 32.2° to 1.6° (wide-tele),
Diagonall field of view:65.2° to 3.3° (wide-tele)
Aperture Max. F1.5
Focus Auto,manual
Supplement Light Range IR Distance: up to 100 m
Q Supplement Light Type IR
270 mm SERAGE Movement Range(Pan) 360°

Movement Range(Tilt)

-10° to 90° (auto flip)

Pan Speed Pan speed: configurable from 0.6° to 80°/s;
preset speed: 120°/s
Tilt Speed Tilt speed: configurable from 0.6° to 80°/s,

preset speed 100°/s

Proportional Pan Yes

Presets 255

Patrol Scan 1Scan

Pattern Scan 4 pattern _
Fower-Off MEMOry: — =

HTTPS encryption, IP
settings

MIPE

VMS—

Hue and white balance adjustable by cli

ent

_software or web browser

==

Ethernet Interface
On-Board Storage

1RJ45 10M/100M self-adaptive Ethernet port
Built-in memory card slot, support microSD/SDHC
SDXC card, up to 256 GB

Alarm 1inputs, 1 output

Res@t & Yes™ —

Built-In"Speaker— NA=—

Basic Event Motion detection, alarm input and output._

Deep Léarnii Face-Recognition, Human & Vehicle-Detection,
Perimeter Intrusion Detection, Line Crossing Detection,

=

IDetection, Gueue length Retec

270-mm |

Approx. 2.5 kg (5.51lb.)
P66




